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3.5 peak input
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HP motor

Cyan Magenta Yellow Black none

e 45,000 RPM

(bare motor

CI) All art prints CMYK
spee
Other Instructions:
Hi res in place
Bleed edges

e Great for
smoothies, bar

drinks, soups, etc. Size: Letter

Date: 12/7/06 Initials: NT

e Easy-to-clean

electronic
membrane
keypad with blue
backlit LCD screen

* Four
reprogrammable
beverage stations

e Adjustable speed MX1300XTS

controls

e Dual pulse
functions

e Sound enclosure
available for quiet
operation

(SE500/SE1000)
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MX1300XT



Xtreme Hi-Power Blender Series c@@us
SISV VX 1300XT/MX1300XTP/MX1300XTS

Specifications

ltem Electrical Listings RPM Dimensions Warranty

(bare motor)  (H” x W” x D”)
MX1300XT/ 120 Volt, 13 Amp, ETL,NSF 45,000 18"x872"x8"/4" Limited 3 Year Motor and
MX1300XTS 50/60 Hz 2 Year Parts and Labor
MX1300XTP 120 Volt, 13 Amp,  ETL,NSF 45,000 16"x8V2"x81/4" Limited 3 Year Motor and

50/60 Hz 2 Year Parts and Labor

Ordering

Information

Description Catalog #  Std Pkg. Ship Wt.  Cubic Feet UPC Code
(Lbs.)

Xtreme Hi-Power Blender MX1300XT 1 15 lbs. 0.92 040072006838

with 64 oz. Polycarbonate Container

Xtreme Hi-Power Blender MX1300XTP 1 15 lbs. 0.92 040072006845

with 48 oz. Polycarbonate Container

Xtreme Hi-Power Blender MX1300XTS 1 16 lbs. 0.92 040072006852

with 64 oz. Stainless Steel Container

48 oz. Polycarbonate Container CAC93 1 3.5 Ibs. 0.33 040072004575

64 oz. Polycarbonate Container CAC89 1 3.5 Ibs. 0.34 040072002342

64 oz. Stainless Steel Container CAC90 1 6 lbs. 0.34 040072002359

Sound Enclosure for Xtreme Series SE1000 1 5.5 lbs. 1.05 040072002366

64 oz. Containers

Sound Enclosure for Xtreme Series SE500 1 5 lbs. 0.95 040072007668

48 oz. Containers
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